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mPower Mini Jump.

Thank you for purchasing mPower Mini Jump! Always
follow basic safety precautions when using electrical
devices. Read all instructions carefully. Please keep the
instruction manual for easy reference.
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4. Start the vehicle.
5. When the vehicle starts, disconnect red and black clamps from
vehicle terminals within 30 seconds.
6. Leave the vehicle’s engine running.

100%

The indicators will flash one by one while charging. The number of solid
indicators show the storage level. All indicators light up when the charge
is paused or completed.

1. Host				
5
2. USB to Micro USB adaptor			
6
3. Car adaptor			
7
4. Jumper cable with clamps
8
5. User Manual		

Q. With a full charge, how many times can this device jump start a
vehicle?
A. Approx. 10 times, depending on the size and condition of the vehicle.
Q. How long will the mPower Mini Jump maintain a charge?
A. 6-12 months, however, we suggest you recharge it every 6 months.

1. Plug the car adaptor into the socket of cigarette lighter
2. Connect 12V 1A input port of mPower Mini Jump to the other end of
car adaptor.
3. When using a wall charger, plug wall charger into 12V 1A or 5V 2A
input port of mPower Mini Jump

1. Charge using USB 5V 2A output port.
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Remedy

Problem
No response when
pressing the switch
button.

12V / 1A; 5V / 2A 2

Low voltage protection of
mPower Mini Jump is engaged.

Plug the adaptor into the
12V 1A input port to
activate.

mPower Technologies, Inc.

/ -4º F ~ 140º F

Q. How to turn off this device?
A. This device will power off automatically with no load, or when
charging is complete

s:

1. Make sure mPower Mini Jump is 75% charged before use. (Not less
than 3 indicator lights)
2. Plug the jumper cable cord into the jump start socket.
3. Connect the RED clamp to the vehicle’s battery positive (+)
terminal end connect the BLACK clamp to the vehicle’s battery negative
(-) terminal.

date of purchase or label have been
removed or tampered with

.44 lbs.
5V / 2A

Failure to follow these Operating Instructions will void the Warranty!
1. Connect the Jump clamps correctly - positive to positive (red) and
negative to negative (black)
2. Do not continuously crank engine for more than 10 seconds
3. Allow the Jump to cool down for 4 minutes before cranking again
4. Disconnect the Jump within 30 seconds after the car starts

1. Always make sure the blue plug of the jumper cable is tightly connected into
the jump starter socket before jump starting the vehicle.
If not connected securely, it will affect the performance and melt the blue plug.
2. DO NOT crank continuosly for more than :10 seconds. Allow the mPower
Mini Jump to cool down for 4 minutes before cranking again.
3. DO NOT connect the two clamps. Otherwise, it may be dangerous!
4. DO NOT disassemble the host. Otherwise, it may be dangerous!
5. Disconnect the clamps from the battery within :30 seconds after the vehicle
starts.
The mPower Mini Jump can be damaged and will void the warranty.

5.47” x 2.95” x .59”

mPower Mini Jump Charging Instructions :

input port

Q. How long will this device take to fully charge my tablet?
A. 2-3 hours

Press the switch for 3 seconds to start the LED flashlight.

Composition and amount of toxic and harmful substances in mPower Mini Jump

Do not modify or disassemble mPower Mini Jump. Only a repair technician may
repair this unit
158º F
32º F and 140º F
-20

Q. How many times can a fully charged mPower Mini Jump charge
my mobile phone?
A. Approx. 4 times for phone
Q. How long will this device take to fully charge my mobile phone?
A. Approx. 1 hour
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Contact Information:
mPower Technologies, Inc.
587 Connecticut Ave.
Norwalk, CT 06854
1-877-674-2738
Web: www.mpowertech.com
Applied Standard : GB/T 8287 - 2000

and in accordance with government regulations
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